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METHOD FOR SECURING A COMMUNICATION 

TECHNICAL FIELD 

The current invention relates to a method for securing a 
communication between at least one initiator and one 
responder of said communication. The invention also relates 
to a method for securing a communication between at least 
one initiator and one responder of said communication using 
legacy authentication. The invention also relates to a 
system for encrypting messages transmitted between an 
initiator and a responder. The invention further relates to 
a computer program, and a computer program product with 
instructions operable to cause a processor to secure a 
communication between at least one initiator and one 
responder of said communication. The invention also relates 
to communication devices for communicating securely with an 
initiator and modules for communication between 
communication devices . 

BACKGROUND OF THE INVENTION 

In current communication, it is important to secure the 
communicated messages. As there are many possibilities for 
interception, eavesdropping and tampering, the communicated 
messages should be secured against fraud. 

A known approach for securing communication is the internet 
protocol security (IPsec) . The IPsec provides 
confidentiality, data integrity, access control, and data 
source authentication of datagrams being sent over various 
communication channels. These services are provided by 
maintaining shared secrets between the source and the sink 
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of an IP-datagram. The states define, among other things, 
the specific services provided to the datagrams. This may be 
which cryptographic algorithms will be use to provide the 
services as well as the key used as input to the 
cryptographic algorithms. The internet key exchange (IKE) 
allows mutual authentication and establishment of shared 
secrets between two parties. 

Therefore, it is proposed to use shared secret information 
and a set of cryptographic algorithms to be used. All 
communication via this protocol consists of pairs of 
messages. These pairs comprise a request and a response. 

When establishing an IKE communication, at first IKE_SA__INIT 
messages are exchanged and thereafter I KE_AUTH messages are 
exchanged between an initiator and a responder. In most 
cases only two IKE_SA_INIT messages and two IKE_AUTH 
messages are exchanged to- establish secure communication. 

The IKEv2 -protocol is described in detail in C. Kaufmann: 
"Internet key exchange (IKEv2) protocol", IETF IPsec working 
group, draft-ietf-ipsec-IKEv2-10.txt, August 16, 2003. 

During initiation of the communication, security parameters 
are negotiated between initiator and responder, e.g. nonces 
(one-time random numbers) , parameters and Dif f ie-Hellman 
values are exchanged within IKE_JSA_INIT messages . After that 
in I KE_AUTH messages identities and proves of knowledge of 
the secrets corresponding to the two identities (initiator, 
responder) are transmitted. 

In the current versions of the internet key exchange 
protocol, the parties communicate and authenticate each 
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other using public key certificates or strong shared secret 
keys. However, such messages are not applicable to situation 
where a constrained key management channel is used. This is 
the case in a personal area network, where the user wants to 
initialise an ad-hoc security association between two 
devices by making the devices share a short secret password. 

For user authentication in IKEv2 the shared keys should be a 
strong shared secret key. In case the shared keys are 
derived solely from a user, communication might be insecure. 
User passwords are typically insecure, because they are 
unlikely to have sufficient unpredictability to resist 
dictionary attacks. 

Therefore, communication using IKEv2 protocols without 
strong shared secrets might be insecure. Authentication 
between initiator and responder as well as confidentiality 
and integrity of the messages to be sent, might be subject 
to fraud. 

SUMMARY OF THE INVENTION 

To provide an easy to use, secure way of communicating via a 
protocol for secure communication of peer devices, where no 
previous security relationship or online trusted third party 
can be used, comprises: computing an authentication code 
using a first key and a second key within said responder, 
transmitting said second key and said authentication code 
from said responder to said initiator using a first 
communication channel, transmitting said first key from said 
responder to said initiator using a second communication 
channel, computing a verification code using said first key 
and said second key within said initiator, and comparing 
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said verification code with said authentication code within 
said initiator. 

By transmitting said second key and said authentication code 
from said responder to said initiator via a first 
communication channel and transmitting said first key from 
said responder to said initiator using a second 
communication channel, the second key may be a short secret 
key. With the short secret key together with the first key, 
it is possible to authenticate the responder within the 
initiator and to secure the communication. Using manual 
authentication methods for computing the verification code 
and the authentication code, initial authentication may be 
achieved. 

Transmitting the authentication code and the second key 
using a first communication channel may be understood as 
pre-authentication . By using this pre-authentication, no 
changes are required to standard protocols, like IKEv2 . 

A shared secret key SK which is used for ciphering and 
authorising messages according to IKEv2 may be derived from 
a Dif f ie-Hellman value, which is computed using a first key 
KEr from the responder and a first key KEi from the 
initiator. Said second key K may be weak, but the ciphering 
as proposed with the shared secret key is strong. Said 
second key may be a short and weak key. It must not be a 
long hash code . 

Performing initial pre-authentication prior to exchanging 
protocol messages, and performing a verification step after 
receiving a protocol message, allows establishing a strong 
encryption and authentication of the messages to be sent. 
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The protocol steps constitute a manual authentication 
protocol MAN A, which makes use of a confidential and 
authenticated communication channel. This channel is 
5 separate from the communication channel, over which the 
protocol messages are communicated. 

Said first communication channel can be realised for example 
over infrared, radio frequency RF, audio, video, human 
communication or other interfaces. The first communication 
channel is in particular a proximity-based, narrow band 
communication channel. Such a location-limited channel 
should have two properties. First, it should support 
demonstrative identification; that is, identification based 
on physical context. Communication technologies that have 
inherent physical limitations in their transmissions are 
good candidates. The second property of the location- limited 
channel should be authenticity, which means that it is 
impossible or difficult for an attacker to transmit in that 
channel, or at least to transmit without being detected by 
the legitimate participants. 

The second communication channel may be any wireless or 
wired communication channel, which might be insecure in 

2 5 terms of eavesdropping and/or tampering of the 

communication. 

To compute and compare the authentication and verification 
codes, the initiator and responder need to share an 

3 0 algorithm to compute and verify short message authentication 

codes, such as the ones based on the Reed-Solomon codes. 
Such functionality may be a message authentication code 
(MAC) function or a hash function. 



10 



15 



20 



Express Mail No. EV252883576US 



5 



PATENT 

Attorney Docket No. 915-007.049 

To prevent said second key and said authentication code from 
eavesdropping and tampering, it is proposed that these are 
transmitted via a confidential and/or authenticated 
5 communication channel such as the first communication 
channel . 

As the second key is already transmitted via a secure 
channel, it is possible to transmit said first key via an 
10 open communication channel, and the receiver can verify the 
authenticity of the first key. 

To attain said first and/or said second key, it is proposed 
that these keys are generated within the responder. 

15 

To make pre-authentication secure, it is proposed that said 
authentication code and said verification code are computed 
using an algorithm to compute a short message authentication 
code (MAC) . 

20 

To allow communication even if a first transmission of the 
first key is disturbed, it is proposed that when the 
comparison of authentication code and verification code 
yields a difference, said initiator requests said responder 
25 to retransmit said first key. 

To allow authentication of the initiator to the responder, 
and vice versa, in a secure manner, even if a short shared 
secret is used, it is proposed that an authentication value 
3 0 is calculated within said initiator using said second key. 
Since the first key was authenticated, the encrypted 
authentication value can be securely transmitted from the 
initiator to the responder. 



Express Mail No. EV252883576US 



6 



PATENT 

Attorney Docket No. 915-007.049 



The authentication may be considered strong, as said first 
key may be authenticated using said second key, said first 
key may be used to calculate a shared secret key, and an 
authentication value may be encrypted using such a shared 
5 secret key, such as SKe and authenticated using SKa 
according to IKEv2 . 

It is further proposed that said authentication value is 
calculated using a pseudo random function (prf) as defined 
10 by IKEv2 . 

To authenticate messages transmitted from initiator to 
responder, it is proposed that said authentication value is 
used for authenticating messages transmitted from said 
15 initiator to said responder, and vice versa. In case a 
standard protocol, such as IKEv2, is used, the steps of 
computing an authentication code using a first key and a 
second key within said responder, and transmitting said 
second key and said authentication code from said responder 

2 0 to said initiator using a first communication channel may be 

understood as pre-authentication messages and steps of 
transmitting said first key from said responder to said 
initiator using a second communication channel and using 
said authentication value for authenticating messages 
25 transmitted from said initiator to said responder, or vice 
versa, may be understood as internet key exchange protocol 
messages . 

Another aspect of the invention is a method for securing a 
communication between at least one initiator and one 

3 0 responder of said communication using legacy authentication 

comprising: computing an authentication code using a raw 
public key and a second key within said responder, 
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transmitting said second key and said authentication code 
from said responder to said initiator using a first 
communication channel, transmitting said raw public key from 
said responder to said initiator within an encrypted 
5 certification payload using a second communication channel, 
extracting said raw public key from said encrypted 
certification payload, computing a verification code using 
said raw public key and said second key within said 
initiator, and comparing said verification code with said 
10 authentication code within said initiator. 

In particular within the IKEv2 protocol, extended 
authentication protocol for client authentication is 
proposed. Within this protocol, an authentication field in a 
15 message of the responder to the initiator is computed. This 
field may use "Rives, Shamir, Adleman" (RSA> signatures, 
which the authentication of the responder is based on. 
According to the invention, a raw public key might be used 
as RSA key. 

20 

To authenticate the responder to the initiator it becomes 
possible that within the certification payload the raw 
public key of the responder is comprised and within the 
initiator it may be checked whether said raw public key 
25 corresponds to the second key and the authentication code 
previously transmitted. If this is the case, the responder 
may be authenticated by the initiator as being the correct 
communication partner. 

30 When using the Extensible Authentication Protocol (EAP) 
method of the IKEv2 protocol, the EAP messages may be 
authenticated using said second key. 
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It is further possible that the pre-authentication exchange 
is split into two parts, where the first part is the secret 
initiator password, and the second part is an unkeyed long 
hash-code, computed over the responders Dif f ie-Hellman 
token, or over the raw public key. Then the initiator's 
password is communicated over a confidential and 
authenticated channel, while the hash- code needs only to be 
transmitted authenticated, without confidentiality. It is 
therefore proposed, that said second key comprises two 
parts, from which a first part is used for computing an 
authentication code C and a second part is used for 
calculating an authentication value (AUTH) . The value of the 
second key used in pre-authentication may be the same as 
used for calculation an authentication value (AUTH) , but may 
also be different for pre-authentication and calculation of 
said authentication value (AUTH) . 

To allow secure communication of said second key, it is 
proposed that said second key and said authentication code 
are transmitted via a confidential and/or authentic 
communication channel. 

According to the IKEv2 protocol, it is proposed that the 
encrypted certification payload comprising said raw public 
key is transmitted via an open communication channel. 

To allow verification and authentication of the transmitted 
messages, it is proposed that said authentication code and 
said verification code are computed using an algorithm to 
compute a short message authentication code. 

In case transmission is disturbed, a retransmission is 
allowed when the comparison of authentication code and 
verification code yields differences, and said initiator 
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requests said responder to retransmit said certification 
payload. 

In further communication, like EAP protocol messages, the 
5 EAP messages may be authenticated using the second key. 

It is further proposed, that the steps computing an 
authentication code using a raw public key and a second key 
within said responder, and transmitting said second key and 

10 said authentication code from said responder to said 

initiator using a first communication channel are pre- 
authentication messages and that transmitting said raw 
public key from said responder to said initiator within an 
encrypted certification payload using a second communication 

15 channel is an internet key exchange protocol with extended 
authentication protocol message. 

Another aspect of the invention is a system for encrypting 
messages transmitted between an initiator and a responder, 
2 0 wherein said responder comprises computing means for 

computing an authentication code from a first key and a 
second key, first transmission means for transmitting said 
second key and said authentication code from said responder 
to said initiator using a first communication channel, and 

2 5 second transmission means for transmitting said first key 

from said responder to said initiator using a second 
communication channel, said initiator comprises first 
transmission means for receiving said second key and said 
authentication code from said responder via said first 

3 0 communication channel, second transmission means for 

receiving said first key from said responder via a second 
communication channel, computing means to compute a 
verification code from said first key and said second key, 
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and comparing means to compare said verification code with 
said authentication code. 

To secure the communication of said second key and said 
5 authentication code, said first transmission means of said 
responder and said initiator allow communicating via a 
confidential and/or authenticated communication channel. In 
this case the first key transmitted via a second 
transmission means may be authenticated using the second 
10 key. Then, in IKEv2 for instance, the first key may be used 
to compute a shared secret key, for instance a Diffie- 
Hellman key, by which the authentication value may be 
encrypted. 

15 It is proposed that said second transmission means of said 

responder and said initiator allow communicating via an open 
communication channel. 

To allow sending said second key after it has been computed 

2 0 in the responder, it is proposed that said responder 

comprises storage means to store said second key. 

To allow computation of a verification code and comparison 
between an authentication code and said verification code, 
25 it is proposed that said initiator comprises storage means 
to store said received second key and said received 
authentication code . 

To allow communicating using a standard internet protocol, 

3 0 such as IKEv2, it is proposed that said initiator and said 

responder comprise operating means to be operated according 
to an internet key exchange protocol, such as IKEv2 . 



Express Mail No. EV252883576US 



11 



PATENT 

Attorney Docket No. 915-007.04 9 



Another aspect of the invention is a computer program and a 
computer program product with instructions operable to cause 
a processor to secure a communication between at least one 
initiator and one responder of said communication by 
5 computing an authentication code using a first key and a 
second key within said responder, transmitting said second 
key and said authentication code from said responder to said 
initiator using a first communication channel, transmitting 
said first key from said responder to said initiator using a 
10 second communication channel, computing a verification code 
using said first key and said second key within said 
initiator, and comparing said verification code with said 
authentication code within said initiator. 

15 Yet another aspect of the invention is a communication 

device for communicating securely with an initiator, said 
device comprising computing means for computing an 
authentication code from a first key and a second key, first 
transmission means for transmitting said second key and said 

2 0 authentication code from said responder to said initiator 

using a first communication channel, and second transmission 
means for transmitting said first key from said responder to 
said initiator using a second communication channel, 
deciphering means, deciphering a ciphered message from said 
25 initiator, where said ciphered message is ciphered with a 

shared secret key at least partially derived from said first 
key. 

To allow secure communication, it is proposed that said 

3 0 communication device comprises authorising means, 

authorising an authorisation message from said initiator, 
where said authorisation message is authorised with a shared 
secret key at least partially derived from said first key. 
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Yet a further aspect of the invention is a communication 
device for communicating securely with a responder, said 
device comprising first transmission means for receiving a 
second key and an authentication code from a responder via 
said first communication channel, second transmission means 
for receiving a first key from said responder via a second 
communication channel, computing means to compute a 
verification code from said first key and said second key, 
and comparing means for comparing said verification code 
with said authentication code, and ciphering means, 
ciphering a message to be sent to said responder, where said 
ciphered message is ciphered with a shared secret key at 
least partially derived from said first key. 

A further aspect of the invention is a module for providing 
secure communication with a communication device, said 
module comprising computing means for computing an 
authentication code from said first key and said second key, 
first transmission means for transmitting said second key 
and said authentication code from said responder to said 
initiator using a first communication channel, and second 
transmission means for transmitting said first key from said 
responder to said initiator using a second communication 
channel, deciphering means, deciphering a ciphered message 
from said initiator, where said ciphered message is ciphered 
with a shared secret key at least partially derived from 
said first key. 

Yet another aspect of the invention is a module for 
providing secure communication with a communication device, 
said module comprising first transmission means for 
receiving a second key and an authentication code from a 
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responder via said first communication channel, second 
transmission means for receiving a first key from said 
responder via a second communication channel, computing 
means to compute a verification code from said first key and 
said second key, and comparing means for comparing said 
verification code with said authentication code ciphering 
means, ciphering a message to be sent to said responder, 
where said ciphered message is ciphered with a shared secret 
key at least partially derived from said first key. 

These and other aspects of the invention will be apparent 
from and elucidated with references to the following 
figures. In the figures show: 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 messages transmitted using basic IKEv2 key 



exchanged; 



FIG. 2 



messages sent between initiator and responder 
using the inventive method; 



FIG. 3 



messages transmitted between initiator and 
responder using IKEv2 with legacy authentication; 



FIG. 4 



messages transmitted between initiator and 
responder using an inventive authentication ,- 



FIG. 5 



a system according to the invention. 



DETAILED DESCRIPTION OF THE INVENTION 
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IP Security (IPsec) provides confidentiality, data 
integrity, access control, and data source authentication to 
Internet Protocol (IP) datagrams. These services are 
provided by maintaining shared states between the source and 
5 the sink of an IP datagram. The states define, among other 
things, the specific services provided to the datagram, 
which cryptographic algorithms will be used to provide the 
services, and the keys used as input to the cryptographic 
algorithms . 

10 

A protocol to establish the states dynamically is needed. 
Such a protocol may be the Internet Key Exchange (IKE) 
protocol. IKE performs mutual authentication between two 
parties and establishes an IKE security association that 
15 includes shared secret information. 

Figure 1 depicts first messages establishing a communication 
initialisation IKE_SA_INIT and communication authentication 
I KE_AUTH . 

20 

To establish an internet key exchange communication, there 
is a single IKE_SA_INIT exchange and a single I KE_AUTH 
exchange (a total of four messages 2-8) . To provide secure 
communication, all IKE_SA_INIT exchanges should be complete 
2 5 before any other exchange type, then all IKE_AUTH exchanges 
should be completed prior to any other communication. 

IKE message flows always consists of a request followed by a 
response. It is the responsibility of the requester to 
30 ensure reliability. If the response is not received within a 
timeout interval, the requester needs to retransmit the 
request (or abandon the connection) . 
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As depicted in Figure 1, communication using IKE may begin 
with IKE_SA_INIT and IKE_AUTH exchanges. These initial 
exchanges may consist of four messages 2-8. 

5 The first pair of messages 2, 4 negotiates cryptographic 
algorithms, exchange nonces, and do a Dif f ie-Hellman 
exchange . 

The second pair of messages 6, 8 authenticates the previous 
10 messages, exchanges identities and certificates, and 

establishes further communication. Parts of these messages 
are encrypted and integrity protected with keys established 
through the message 2, 4, so the identities are hidden from 
eavesdroppers and all fields in all the messages are 
15 authenticated. 

The payloads contained in the message 2-8 are indicated by 
names. Payloads appearing optionally are shown in brackets, 
such as [CERTREQ] . This indicates that a certificate request 
2 0 payload can be included optionally. 

In message 2, the data HDR, SAi, KEi, and Ni, are 
transmitted from initiator I to responder R. The IP header 
HDR contains information such as version numbers, and flags 
25 of various sorts. The identifier of the security association 
payload SAil states the cryptographic algorithms the 
initiator I supports. The KE payload sends the Diffie- 
Hellman value of the initiator. Ni is the nonce (a one-time 
random number) of the initiator. 

30 

Responding to message 2, the responder R sends message 4 to 
initiator I . The responder R chooses a cryptographic suite 
from the choices offered by the initiator and expresses that 
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choice in the SArl payload. The responder further completes 
the Dif f ie-Hellman exchange with the KEr payload, and sends 
its nonce in the Nr payload. 

The IKE_SA_INIT messages 2, 4 each contain a nonce N. These 
nonces N are used as inputs to cryptographic functions, may 
add freshness to the key derivation technique used to obtain 
keys, and may also extract strong pseudo- random bits from 
the Dif f ie-Hellman key. 

For communicating messages according to IKEv2, cryptographic 
algorithms such as an encryption algorithm, an integrity 
protection algorithm, a Dif f ie-Hellman group, and a pseudo- 
random function (prf) are used. The pseudo-random function 
may be used for the construction of keying material. 

The prf function may take a variable length key, variable 
length data, and may then produce a fixed length output 
(e.g., when using Keyed-Hashing for Message Authentication 
HMAC) . When the key for the prf function has a fixed length, 
the data provided as a key may be truncated or padded with 
zeros as necessary. 

Keying material will always be derived as the output of the 
negotiated prf algorithm. Since the amount of keying 
material needed may be greater than the size of the output 
of the prf algorithm, the prf algorithm may be used 
iteratively . 

At this point in the negotiation each party can generate 
SKEYSEED, from which all keys are derived for that following 
communication. All but the headers of all the messages that 
follow messages 2, 4 are encrypted and integrity protected. 
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The keys used for the encryption and integrity protection 
are derived and are known as SK_e (encryption) and SK_a 
(authentication) . A separate SK_e and SK_a is computed for 
5 each direction. 

The notation SK { . . . } in the messages 6, 8 indicates that 
their payloads are encrypted and integrity protected using 
direction SK_e and SK__a, respectively. SK is the shared 
10 secret key, which may be a result of the Dif f ie-Hellman key 
exchange. SK { . . . } results in encrypting the payload within 
the brackets using the key SK. 

After the IKE_SA_INIT messages 2, 4 are exchanged the 
initiator I asserts his identity with the IDi payload, 
proves knowledge of the secret corresponding to IDi, and 
integrity protects the contents of the messages 6, 8 using 
the AUTH payload. The initiator I may also send his 
certificate in a CERT payload and a list of his trust 
anchors in CERTREQ payload (s) . The optional payload IDr 
enables the initiator I to specify which of the responder R 
identities he wants to talk to. This is useful when the 
responder R is hosting multiple identities at the same IP 
address. All other payload is described in the IKEv2 
protocol . 

Upon reception of the message 6, the responder R asserts his 
identity with the IDr payload, optionally sends one or more 
certificates (again with the certificate containing the 
30 public key used to verify AUTH listed first) , authenticates 
his identity with the AUTH payload, and completes 
negotiation with the additional fields in message 8. 



15 



20 



25 
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When not using extended authentication, the communication 
peers (initiator I and receiver R) , are authenticated by 
having each sign (or MAC using a shared secret as the key) 
the data being transmitted. For the responder R, the octets 
5 to be signed start with the first octet of the header of the 
message 8 and end with the last octet of the last payload in 
the message 8 . 

Similarly, the initiator I signs the message 6, starting 
10 with the first octet of the header and ending with the last 
octet of the last payload. It is critical to the security of 
the exchange that each side sign the other side ! s nonce. 

Optionally, messages 6 and 8 might include a certificate, or 
15 certificate chains providing evidence that the key used to 
compute a digital signature belongs to the name in the ID 
payload. The signature or MAC will be computed using 
algorithms dictated by the type of key used by the signer, 
and specified by the AUTH method field in the authentication 
2 0 payload. 

The pre-shared key should contain as much unpredictability 
as the strongest key being negotiated. Therefore, it is 
proposed to relax this requirement by adding a pre- 
25 authentication step. In the case of a pre-shared key, the 
AUTH value is computed as: 

AUTH = prf (prf (Shared Secret,"Key Pad for IKEv2" ), 

<message octet s>) 

30 

where the string "Key Pad for IKEv2" is ASCII encoded and 
not null terminated. The shared secret can be of variable 
length. The pad string is added so that if the shared secret 
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is derived from a password, the IKE implementation needs not 
to store the password in clear text, but may rather store 
the value prf (Shared Secret, "Key Pad for IKEv2"), which 
could not be used as a password equivalent for protocols 
5 other than IKEv2 

Deriving the shared secret from a user chosen password may 
not be secure. It is a common but typically insecure 
practice to have a shared key derived solely from a user 
10 chosen password without incorporating another source of 

randomness. This is typically insecure because user chosen 
passwords are unlikely to have sufficient unpredictability 
to resist dictionary attacks and these attacks are not 
prevented in this authentication method. 

15 

The invention therefore proposes to use a pre -authentication 
method, where a password is communicated between responder R 
and initiator I which comprises enough randomness to secure 
communication and not allowing dictionary attacks. Further 
2 0 the inventive method allows to be incorporated into existing 
protocols, such as IKE, without the need to change these 
protocols . 

As can be seen from figure 2, prior to messages 12 - 18, 
25 which in general relate to messages 2 - 8, a message 10 will 
be transmitted, transporting a shared key over a secure 
communication channel, such as a proximity-based channel, 
where eavesdropping is almost not possible. Such a channel 
may be an infrared channel . 

30 

In step 42 the responder R generates a Dif f ie-Hellman 
exchange token KEr, a short shared secret K, and computes an 
authentication code C using a MAC function 
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MAC (K, KEr) . The short shared secret K is stored within 
responder R. In message 10 the responder R transmits its ID 
IDr, the shared secret K and the authentication code C. The 
transmission is done via a secure communication channel. In 
5 step 44, the initiator I stores the received ID IDr, the 
shared secret K and the authentication code C. 

In the following, the IKE_SA_INIT message 12, 14 are 
transmitted, as already described in Figure 1. Only the 
10 CERTREQ field in message 14 is not used. 

After reception of the message 14, the initiator I knows the 
Dif f ie-Hellman Exchange token KEr from the responder R. The 
initiator I retrieves in step 46 the saved short shared 
15 secret K and the authentication code C. The initiator I 
computes a verification code C using 

MAC (K, KEr). If the stored authentication code C and the 
computed verification code C are equal, the initiator I 
accepts the message 14 and performs the remaining steps of 

2 0 the IKE protocol. 

The AUTH value for the messages 16 and 18 are calculated by 

AUTH = prf (prf (Shared Secret, "Key Pad for IKEv2 n ), 
25 <message octets>) 

In the inventive method, the shared secret key SK may be 
calculated from the short shared secret K. The message 
octets may be as specified in the IKEv2 Protocol containing 

3 0 the information from the previous message of the sender. 

Figure 3 depicts an extended authentication protocol method 
according to IKEv2 . 
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Typically, this method is asymmetric and therefore may not 
be mutual. For this reason, this protocol is typically used 
to authenticate the initiator I to the responder R and may 
be used in addition to a public key signature based 
authentication of the responder R to the initiator I. The 
shown method may also be referred to as "Legacy 
Aut hent ication" me chan i sm . 

The extended authentication protocol EAP defines an 
authentication protocol requiring a variable number of 
messages. Extended Authentication is implemented in IKE as 
additional I KE_AUTH exchanges that should be completed in 
order to initialise the communication according to this 
protocol . 

The IKE_SA_INIT messages as described in Figure 1, messages 
2, 4, are as well transmitted in the method according to 
figure 3, in messages 20, 22. 

After IKE_SA_INIT, in I KE_AUTH messages 24 - 30, as depicted 
in figure 3, an initiator I indicates a desire to use 
extended authentication by leaving out the AUTH payload from 
message 24. This is the difference to message 6 according to 
figure 1. 

After reception of message 24, the responder R transmits 
message 26, and includes an IDi payload but not an AUTH 
payload, the initiator I has declared an identity but has 
not proven it. If the responder R is willing to use an 
extended authentication method, it will place an EAP payload 
in message 26 and defer sending SAr2 , traffic selectors TSi, 
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and TSr until initiator I authentication is complete in a 
subsequent I KE_AUTH exchange. 

For EAP methods that create a shared key as a side effect of 
5 authentication, that shared key should be used by both the 
initiator I and responder R to generate an AUTH payload 
using the syntax for shared secrets. 

The AUTH payload in message 26 is computed using RSA 
10 signatures, on which the authentication of the responder R 
is based on. The EAP method used to authenticate the 
initiator I can be any client authentication method using a 
short password. To secure the short key for legacy 
authentication, a pre-authentication via a secure 
15 communication channel differing from the main communication 
channel is proposed by the invention and depicted in figure 
4 . 

As depicted in figure 4, the IKE_SA_INIT messages 34, 36 
20 correspond to the IKE_JSA_INIT messages of figure 1 and 3. 

Prior to IKE_SA_INIT, in step 4 8 the responder R generates a 
raw RSA key PKr, a short shared secret K, and computes an 
authentication code C by MAC (K, PKr) . Further, the 
2 5 responder R saves the short shared secret K. 

In message 32, the responder R transmits via a proximity 
channel said short shared secret K and said authentication 
code C. The responder R may also transmit its ID IDr. In 
30 step 50 the initiator I saves the received short shared 
secret K, authentication code C, and responder R ID IDr. 
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Messages 34, 36, 38 correspond to messages 20, 22, 24 of 
figure 3. 

In message 4 0 the responder R transmits within the CERT 
payload its raw RSA key PKr. In step 52 the initiator I 
receives this CERT payload and retrieves the stored short 
shared secret K, and authentication code C. Moreover, the 
initiator I extracts the raw RSA key PKr from the encrypted 
public key certificate CERT payload and computes a 
verification code C by MAC (K, PKr) . If C=C , the initiator 
I accepts the received PKr as correct and performs the 
remaining steps. If C is not equal to C , the initiator I 
may retransmit the IKE_SA_INIT requests a small number of 
times . 

For further communication, messages 42, 44 the initiator I 
and responder R may be authenticated using the short shared 
secret K. 

Figure 5 depicts an inventive system. Depicted are a 
responder R and an initiator I, communication over a first 
communication channel IR, for instance infrared, and a 
second communication channel HF, for instance high 
frequency. Said responder R and said initiator I both 
comprise operation means 60, 62, such as microcomputers or 
digital signal processors. 

Said responder R further comprises generating means 64 for 
generation of a first key KEr and a second key K, computing 
means 65 for computing and authentication code C from said 
first key KEr and said second key K, first transmission 
means 66, like an infrared sensor, for transmitting said 
second key K and said authentication code C from said 
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responder R to said initiator I using said first 
communication channel IR, second transmission means 68, like 
a high frequency antenna, or a microwave antenna, for 
transmitting said first key KEr from said responder R to 
5 said initiator I using said second communication channel HF. 

Said initiator I further comprises first transmission means 
70, for receiving said second key K and said authentication 
code C from said responder R via said first communication 

10 channel IR, second transmission means 72 for receiving said 
first key KEr from said responder R via a second 
communication channel HF, computing means 63 to compute a 
verification code C from said first key KEr and said second 
key K, and comparing means 67 to compare said verification 

15 code C with said authentication code C. 

Further, said responder R comprises storage means 74 to 
store said second key and said initiator I comprises storage 
means 78 to store said received second key and said received 
2 0 authentication code C. 

Said operating means 60, 62 are connected to said computing 
means 65, 63, said generating means 64, said comparing means 
67, said transmission means 66, 68, 70, 72, and said storage 
25 means 74, 78. The operating means 60, 62 allow operating 
said responder R and said initiator I according to an 
internet key exchange protocol, such as IKEv2 . 
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